


I filtri da DN 15 a DN 100 possono essere equipaggiati con differenti organi di filtraggio, aventi la seguente 
granulometria: filtro 10µm ; 20µm ; 50µm.
I filtri da DN 125 a DN 300 possono essere equipaggiati solo con il seguente organo di filtraggio, avente la 
seguente granulometria: filtro 10µm.
I filtri possono essere anche flangiati ANSI.

The filters from DN 15 to DN 100 may be equipped with different strainers, having the following granulometry:
strainer 10µm ; strainer 20µm ; strainer 50µm.
The filters from DN 125 to DN 300 may be equipped only with the following strainer, with the following 
granulometry: strainer 10µm.
Filters may be also ANSI flanged.
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Filtri gas  (P.max 2-6 bar)
Gas filters  (P.max 2-6 bar)

Modello/Ø
Model/Ø

Tipo connessione
Connection type

Filtraggio (μm)
Filtering (μm)

FMC
DN 15 - DN 20 - DN 25

(compact)

Filettata
Threaded 10 - 20 - 50

FM
DN 15 - DN 20 - DN 25

Filettata
Threaded 10 - 20 - 50

FM
DN 25M - DN 32 - DN 40

Filettata
Threaded 10 - 20 - 50

FM
DN 50

Filettata
Threaded 10 - 20 - 50

FGM
DN 25M - DN 32 - DN 40 - DN 50

Filettata
Threaded 10 - 20 - 50

FGM
DN 32 FL - DN 40 FL - DN 50 FL

Flangiata
Flanged 10 - 20 - 50

FM
DN 65 - DN 80

Flangiata
Flanged 10 - 20 - 50

FM
DN 100

Flangiata
Flanged 10 - 20 - 50

FM
DN 125 - DN 150

Flangiata
Flanged 10

FM
DN 200

Flangiata
Flanged 10

FM
DN 250

Flangiata
Flanged 10

FM
DN 300

Flangiata
Flanged 10

Nota: DN 25M = attacchi DN 25 con corpo DN 32 
Note: DN 25M = DN 25 connections with DN 32 body


